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Our assessment has been based on development flows connecting to the nearest foul water
sewer of the same size or greater pipe diameter to that required to drain the site. The
infrastructure to convey foul water flows to the receiving sewerage network is assumed to be the
responsibility of the developer. Conveyance to the connection point is considered as Onsite Work
and includes all work carried out upstream from of the point of connection, including making the
connection to our existing network. This connection point has been determined in reference to
the calculated discharge flow and on this basis, a 150mm internal diameter pipe is required to
drain the development site. The nearest practicable connection is to the 150mm diameter sewer
at manhole 0501 at National Grid Reference NGR TL 56030 46562. The cover level is 39.28m
and the invert level is 37.52m. Anglian water has assessed the impact of gravity flows from the
planned development to the public foul sewerage network. We can confirm that this is acceptable
as the foul sewerage system, at present, has available capacity for your site. A gravity
connection from the development should be possible, however if site levels require a pumped
discharge, we can confirm that connection can be made via a pumped regime with an assumed
rising main size of 90mm. Please note that Anglian Water will request a suitably worded condition
at planning application stage to ensure this strategy is implemented to mitigate the risk of
flooding.

It is assumed that the developer will provide the necessary infrastructure to convey flows from
the site to the network. Consequently, this report does not include any costs for the conveyance
of flows.

Surface water disposal

Unfortunately, There are no public surface water sewers within the vicinity of the proposed
development. Therefore Anglian Water will be unable to provide the site with a feasible solution of
surface water disposal within the current assets. Alternative methods of surface water disposal
will need to be investigated such as infiltration techniques or a discharge to a watercourse in
accordance with the surface water management hierarchy as outlined in Building Regulations Part
H. We suggest investigating the possibility of a surface water connection to the adjacent
watercourse. The alternative is that a new surface water sewer is constructed which is used to
convey your surface water to a watercourse or as part of a SuDs scheme, where appropriate.
Subject to the sewer being designed in accordance with the current version of Sewers For
Adoption, the sewer can be put forward for adoption by Anglian Water under Section 104 of the
Water Industry Act 1991. If the outfall is to a watercourse, the applicant will be required to obtain
consent to discharge via the appropriate body. If your site has no means of drainage due to third
party land then you may be able to requisition Anglian Water, under Section 98, to provide a
connection to the public sewer for domestic drainage purposes. As part of this option, you may
wish to enter into a works agreement in accordance with Section 30 of the Anglian Water
Authority Act 1977. This will allow you to design and construct the public sewer using Anglian
Waters’ statutory powers in accordance with Section 159/168 of the Water Industry Act 1991.

As you may be aware, Anglian Water will consider the adoption of SuDs provided that they meet
the criteria outline in our SuDs adoption manual. This can be found on our website at
http://www.anglianwater.co.uk/developers/suds.aspx. We will adopt features located in public
open space that are designed and constructed, in conjunction with the Local Authority and Lead
Local Flood Authority (LLFA), to the criteria within our SuDs adoption manual. Specifically,
developers must be able to demonstrate:

1. Effective upstream source control,
2. Effective exceedance design, and
3. Effective maintenance schedule demonstrating than the assets can be maintained both now and

in the future with adequate access.

If you wish to look at the adoption of any SuDs then an expression of interest form can be found
on our website at: http://www.anglianwater.co.uk/developers/suds.aspx

The proposed method of surface water disposal is not relevant to Anglian Water; we suggest that
you contact the relevant Local Authority, Lead Local Flood Authority, the Environment Agency or
the Internal Drainage Board, as appropriate.

Trade Effluent
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No liability whatsoever, including liability for negligence is accepted by Anglian Water, or its
partners, employees or agents, for any error or omission, or for the results obtained from the
use of this report and/or its content. Furthermore in no event will any of those parties be liable to
the applicant or any third party for any decision made or action taken as a result of reliance on
this report.

This report is valid for the date printed and the enquirer is advised to resubmit their request for an
up to date report should there be a delay in submitting any subsequent application for water
supply/sewer connection(s).
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